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HOLOSUN MAGNIFIER TITANIUM

MANUAL

ENTSORGUNG / RECYCLING

Sie können das Produkt problemlos über den Restabfall 
entsorgen.

24



2726

USAGE

With this 3x Magnifier you acquired a high quality and 
innovative product. The Magnifier is a monocular 3x 
magnification, and its specific design makes it suita-
ble for both left and right handed people. The can be  
used as a hand-held monocular or in combination with any  
HOLOSUN sight. It is ideal for aiming and observing at di-
stances of up to more than 600m. 

This manual is part of this product. Please read the instruc-
tions in the customer manual carefully before using this 
product. If you’re going to pass the product to another user, 
please make sure the manual of this product is enclosed. 

CAUTION

•	� For mounting, dismantling or maintenance the 
sighting device, the gun always has to be unloaded 
and secured. Always make sure to take care of this.

•	� Please make sure to let only authorized dealers or 
the customer service from LASERLUCHS® repair this 
Magnifier. 

•	� Do not change or modify the Magnifier.
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COMMISSIONING

During initial installation, the QD locking shank may be too 
loose or too tight. Adjust the tension to your needs with 
the T10 Torx® tool supplied with the QD Torx® bolt. If tigh-
tened sufficiently, you should be able to release the QD 
locking shank with just one finger.

CAUTION:
1.	� Don't use force to close the locking shank!
2.	� The T10 Torx® bolt is equipped with an anti-rotation 

plate. Do not turn the Torx® bolt until the locking 
shank is released.

3.	� Don't tighten the Torx® bolt or other set screws any 
further than resistance permits.

Fig. 2

Fig. 3

Hand locker
Locking shank

Torx® screw
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FEATURES

1.	� 3x Magnification: The device has a monocular 3x ma-
gnification

2.	� Flip-to-the-side Design: The special design allows 
a rapid and easy 90° side-folding of the Magnifier.  
Convertible from left folding to right folding.

3.	� Degree of Protection: Waterproof: encapsulated 
(IP67), nitrogen-filled, fog-free

4.	� Housing Titanium (Elite): highly robust and shockpro-
of titanium construction

5.	� Mountings: Supplied with a suitable mounting for 
Weaver / Picatinny / STANAG (QD mount).

Fig. 4

Rapid 90° side-folding possible
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MOUNTING

Attach the sight to the weapon using QD mounting:

1.	� Press the hand locker and release the locking shank to 
the front.

2.	� Find a suitable position on the rail and attach the  
Magnifier behind your optics.

3.	� Close the locking shank and let it snap back into place.
4.	� The repeat clamping accuracy is ≤ ± 2MOA.
5.	� The default configuration of the HM3X is 1.41 inches 

(Absolute Co-Witness). Using the spacer, this can be 
adjusted to 1.63 inches (Lower 1/3 Height).

Fig. 5

Magnifier in combination with a reflex sight
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Spacer installation:

When you need a spacer for your Magnifier, you can install/
remove the spacer (included in package) between eyepiece 
and mounting rail. Proceed as follows:

1.	 �Flip the Magnifier aside (see Fig. 4 on page 31).
2.	 �Remove the two screws on the bottom of the eyepiece, 

insert or remove the spacer between eyepiece and 
mounting rail (see Fig. 6).

3.	 �Fix the assembly back to the eyepiece by tightening the 
screws. 

Without the spacer, the average height is 1.41 inches 
(Absolute Co-Witness), with the spacer 1.63 inches  
(Lower 1/3 Height).

Fig. 6
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ADJUSTMENT OF MAGNIFIER

1. Alignment

To adjust the alignment, use the adjustment tool, which 
must be unscrewed from the device. With the flat end of 
the adjustment tool you can change the optical axes by 
turning the optical axis adjustment in or out.

Fig. 7

Adjustment tool
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2. Optical Axis Adjustment

If the Magnifier is combined with a reflex sight, the si-
ght should be set to zero and the reticle centered in the  
Magnifier. On top of the Magnifier is the elevation adjust-
ment screw; the windage adjustment screw is on the right 
side (see Fig. 8). Use the enclosed tool for zeroing adjust-
ment. Adjust the optical axis of the Magnifier to match the 
optical axis of the sight. This gives you an optimal field of 
vision.

Fig. 8

Elevation adjustment

Diopter adjustment ring

Windage
adjustment
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MAINTENANCE / CARE

The lens systems used are visually enhanced by a high- 
quality multi-layer coating. The following tips are provided 
to ensure long lasting use of the Magnifier. 
When cleaning the lenses with a microfibre cloth or soft, 
wet cloth, blow away the dust on surface first. Remove fin-
ger prints or other oil with lens cleaner or distilled water, 
a soft cloth or microfibre cloth. No special maintenance is 
needed for the housing surface.
Avoid touching the glass surface with dry cloth or tissue 
paper. Do not use organic solvents such as alcohol or ace-
tone. Do not try to dismantle the device as the internal 
parts are specially cleaned and sealed with an anti-fog  
treatment. Therefore the red dot sight has a nitrogen fil-
ling you would inevitably destroy by dismantling it. Any 
such attempt will avoid the warranty. If repair is needed, 
you can call our customer service centre, visit our website 
www.holosun.eu or send us an email. 

CAUTION

If you feel that the screws can’t be rotated any further, 
it indicates you have reached the adjustment limit. 
The Magnifier may be damaged by over rotation.

3. Diopter Adjustment

Using the diopter adjustment ring on the eyepiece, you 
can focus not only on your field of view, but also on the 
reticle of your sight. Turn the ring in the respective direc-
tion. The diopter adjustment range of the Magnifier is  
± 3 Diopters.
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TECHNICAL DETAILS

•	� Functionality: monocular Magnifier with  
3X magnification

•	� Optical Magnification: 3x 
•	� Objective lens diameter: 28mm
•	� Eye distance: 70mm
•	� Transmission: 75%
•	� Exit pupil: 7.6mm
•	� Optical coating: multi Layer coating
•	� Lens material: optical glass
•	� Housing: titanium
•	� Diopter: +/- 3 diopter
•	� Field of view: 37‘ at 100yards
•	� Dimensions (with mount): 

- Length: 8cm 
- Width: 4.24cm 
- Height: 6.14cm

•	� Weight: 280g
•	� Waterproof, encapsulated (IP67)  

(1m water depth/30min)
•	� Operating temperature: -30°C to +60°C

•	� Storage temperature: -40°C to +70°C
•	� Mounting: Picatinny / Weaver and STANAG, QD mount 
•	� Recommended torque for the QD-Mount mounting is 

0.5Nm – 1.1Nm
•	� Impact and shock resistance
•	� Housing: nitrogen filled 99.99%: 
•	� Shock resistance: 1000G, deviation <2MOA
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 CE DECLARATION OF CONFORMITYWARRANTY

LASERLUCHS® GmbH | Rudolf-Diesel-Str. 2a
56070 Koblenz | Germany

takes sole responsibility in declaring that this product is in 
conformity with the following standards or standardized 
documents:

in accordance with the provisions of Guidelines
2001/95/EG, 2012/19/EU, 2014/30/EU, 2011/65/EU

Koblenz, February 2021	

We constantly endeavour to optimize our products, and 
so we reserve the right to modify the product specifica-
tions without prior notification.

D. Heckner, Managing Director LASERLUCHS® GmbH

For more information, see the warranty  
brochure attached to this product.
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WASTE DISPOSAL

You can easily dispose of the product through normal 
household waste. 



LASERLUCHS GMBH
Rudolf-Diesel-Str. 2a 
D-56070 Koblenz 
Germany

Fon +49 (0)261-983497-80
Fax + 49 (0)261-983497-88
info@holosun.de
www.holosun.eu

GENERAL DISTRIBUTOR

7800 4276
NEU


